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WARNING

THIS VENT KIT IS ONLY TO BE USED FOR VENTING CATEGORY IV
(CONDENSING) FURNACES. DO NOT USE THIS KIT TO VENT CATEGORY I,
II, OR III FURNACES. DO NOT APPLY TO NON-CONDENSING FURNACES. 
DO NOT USE FOR ROOF TOP VENTING. USE THIS KIT FOR SIDE WALL
VENTING ONLY. FAILURE TO FOLLOW THIS WARNING COULD RESULT IN
FIRE, PERSONAL INJURY OR DEATH.

Description
This vent kit is to be used with 2” or 3” vent systems. The vent
kit must terminate outside the structure and may be installed
with the intake and exhaust pipes located side-by side or with
one pipe above the other. This kit is NOT intended for use with
single pipe (indirect vent) installations.

Contents
• Vent Terminal Base
• Vent Terminal Cap
• Four (4) 1” long stainless screws
• Four (4) 2” long stainless screws
• Instruction Sheet

Field-supplied pipe and fittings are required in order to com-
plete the installation.  All combustion air and vent piping must
conform to American National Standards Institute (ANSI)
standards and American Society for Testing and Materials
(ASTM) Standards D1785 (Schedule 40 PVC), D2665 (PVC-
DWV), F891 (PVC-DMV Cellular Core), D2241 (SDR-21 and
SDR-26 PVC), D2261 (ABS-DWV), or F628 (Schedule 40
ABS).  Pipe cement and primer must conform to ASTM
Standards D2564 (PVC) or D2235 (ABS).

RECOGNIZE THIS SYMBOL AS A SAFETY PRECAUTION.

ATTENTION INSTALLING PERSONNEL
As a professional installer you have an obligation to know the product better than the customer.  This includes all

safety precautions and related items.

Prior to actual installation, thoroughly familiarize yourself with this Instruction Manual. Pay special attention to all
safety warnings. Often during installation or repair it is possible to place yourself in a position which is more

hazardous than when the unit is in operation.

Remember, it is your responsibility to install the product safely and to know it well enough to be able to instruct a
customer in its safe use.

Safety is a matter of common sense...a matter of thinking before acting. Most dealers have a list of specific good
safety practices...follow them.

The precautions listed in this Installation Manual are intended as supplemental to existing practices.   However, if
there is a direct conflict between existing practices and the content of this manual, the precautions listed here take

precedence.

Direct Vent Furnace
Side Wall Vent Kit (0170K00000S)

Installation Instructions

Vertical Installation

Horizontal Installation

NOTE: If these instructions differ from those included with your furnace, follow these instructions.
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INSTALLATION
WARNING

TO AVOID PERSONAL INJURY OR DEATH DUE TO ELECTRIC SHOCK,
DISCONNECT THE ELECTRICAL POWER SUPPLY TO THE FURNACE BEFORE
INSTALLING THIS KIT OR PERFORMING ANY SERVICE.

WARNING

THIS KIT MUST BE INSTALLED IN STRICT COMPLIANCE WITH THESE 
INSTALLATION INSTRUCTIONS AND ANY APPLICABLE LOCAL, STATE, AND
NATIONAL CODES.

1. Determine the best location for the vent terminal. In addition
to all applicable codes, consider the following when deter-
mining the location:
a. The vent terminal should be located so as to minimize the

total length and number of elbows in the piping.  Consult
the furnace installation instructions for the pipe lengths
and number of elbows allowed.

b. Terminal should be positioned where vent vapors will not
damage plants, shrubs, air conditioning equipment or
building materials.

c. Terminal should be located where it will not be affected by
wind gusts, snow, airborne leaves or other debris, and
where it will not allow recirculation of flue gases.

d. Terminal should be located where it will not be damaged
or exposed to foreign objects such as stones, balls, etc.

e. Terminal should be located where vent vapors are not
objectionable.

2. Using the vent terminal base as a template, locate the pipe
holes and the four mounting screw holes on the wall.

3. Cut two 3 7/8” diameter holes for the vent and intake pipes.
4. Drill four 3/16” diameter holes for inserting the plastic screw

anchors into the wall.

Vent Cap Minimum 12" clearance
above highest snow

level or grade

Vent

1" Screws x4

2" Screws x4

Combustion
Air

Vent 
Base

Minimum 12" 
to overhang

2" or 3" Pipe

Field-Supplied 
Reducing Couplings,

if required
Seal all holes through

wall with sealant

3" Pipe
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5. Insert the four plastic screw anchors into the screw holes
and mount the vent terminal base to the wall using the four
2” long screws provided.

6. Assemble the vent terminal cap to the vent terminal base,
using four 1” long screws provided.

7. Install 3” diameter vent and air intake pipes into the back
side of the openings in the vent terminal base.

8. Seal all gaps between the pipes and wall.
9. Using RTV silicone sealant, seal the vent pipe to the vent

cap. This will allow the terminal to be disassembled later if
necessary for cleaning.  DO NOT use PVC solvent cement
to seal this connection.

NOTE:  To downsize the piping to 2” diameter, use a field-
supplied reducing coupling.

10. Operate the furnace for 15 minutes to ensure that it is
working properly and that all piping joints are sealed to
prevent the escape of combustion products into the home.

11. For installations where two or more furnaces are to be
vented using this kit, ensure a minimum clearance of 1”
between the vent terminal caps. To prevent condensate
freezing problems, do not install multiple vent kits above one
another.



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


